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COMMAND Terminals

Handle Storage Assembly

STEP3

STEP5

 Preliminary operations 
Check the following upon delivery and after removal of the 
packaging:
n  Packaging and contents are in good condition.
n  The product reference corresponds to the order.
n  Contents should include:

Qty 1 x ATyS S / Sd product
Qty 1 x handle and storage clip
Quick Start instruction sheet
Qty 1 set of 3 terminal connectors
 Qty 1 set of 16 screws, nuts and washers for connecting 
the power section.

 Warning 
 Risk of electrocution, burns or injury to persons and / 

or damage to equipment.
This Quick Start is intended for personnel trained in the 
installation and commissioning of this product. For further 
details refer to the product instruction manual available on 
the SOCOMEC website.
n  This product should always be installed and commissioned 

by qualified and approved personnel..
n  Maintenance and service operations should be performed 

by trained and authorised personnel.
n  Do not handle any control or power cables connected to 

the product when voltage may be, or may become present 
on the product, directly through the mains or indirectly 
through external circuits.

n  Always use an appropriate voltage detection device to 
confirm the absence of voltage.

n  Ensure that no metal objects are allowed to fall in the 
cabinet (risk of electrical arcing).

Failure to observe good enginering practises as well as to 
follow these safety instructions may expose the user and 
others to serious injury or death.

 
Risk of damage the device

n  In case the product is dropped or damaged in any way it 
is recommended to replace the complete product.

 Accessories 
n  Bridging bars 4P 125A.
n  Control voltage transformer 400V -> 230V.
n  Terminal Shrouds Supply side / Load side.
n Secure Connector Bracket.
n  Voltage taps.
n DIN-rail 4 modules.
n ATS Controller type ATyS C30 + D10/D20.
n ATS Controller type ATyS C40.
For further details refer to the product instruction manual 
under chapter "Spares and Accessories"

QUICK START

ATyS S / Sd
Motorised Source Changeover Switch

EN Attention: Ensure that the product is installed on a flat rigid surface.
Orientation:

All dimensions in mm.

Recommended Ok Ok

STEP 1

Power Supply Terminals

3x
Ø 4-8 mm

STEP 7C Padlocking mode (in position O)

AUT

STEP4

40A - 
125A

Detailed fixing point: O° - 45° - 90°

40 A 63 A 80 A 10 0 A 125 A

Minimum cable sec-
tion Cu (mm2) at Ith 10 16 25 35 50

Maximum cable 
section Cu (mm2) 70 70 70 70 70

Type of screw M6 M6 M6 M6 M6
Recommended tight-
ening torque (N.m) 4.5 4.5 4.5 4.5 4.5

Maximum tightening 
torque (N.m) 5.4 5.4 5.4 5.4 5.4

All values are indicative.

STEP 2
To be connected using terminal lugs, rigid or flexable busbars.

Whilst in manual mode, check the 
wiring and if ok power up the 
product.

 

Ensure that the emergency handle 
is not inserted in the product, and 
turn the mode selector to the AUT 
position.   ___________________________________________________________

STEP 6

STEP 7A

Check

Automatic Operation

Installation and Commissioning

STEP 1  
Cabinet / Back  

Plate Installation 

STEP 3
COMMAND / 

CONTROL terminal 
connections

STEP 2  
Connecting the 
POWER Section 

STEP 4  
Power Supply 

terminal 
connections

STEP 5  
Emergency  

Handle mounting 

STEP 6  
Check 

 

STEP 7A  
Control by an external 

order (AUTO)

STEP 7C  
Padlocking 

STEP 7B  
Emergency Manual 

Operation

541 891 D - 08/13 - EN
Non contractual document.
Subject to change without notice.

www.socomec.com
To download brochures, catalogues and technical manuals:

Screw M3  
Tightening torque: min.: 0.5 Nm - max.: 0.6 Nm

1

2

2

Close the contact corresponding to 
the desired position.
Order Priority:  
I and II are equal priority over 0. Should 
I and II be closed simultaneously the 
product will not change position.
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Exemple de projet de KIT étiquettes ATyS S / Sd  comprenant :
à droite : un ensemble d’étiquettes concernant le Sircover avant montage de la motorisation
à gauche : un ensemble d’étiquettes à coller sur le produit fini

Exemple de projet de KIT étiquettes ATyS S  / Sd:
Bande de 80mm de largeur et Marquages fixes

Marquages P89 au 14/11/2012

Commutateur

Tampo Disque indicateur

Tampos Mode  I<->0<->II

angle de 58°

Modifications apportées entre les fichiers indicés k et L

-  Marquage Tampo disque indicateur: on garde actuellement l’angle de 58°.
-  Modification de la présentation des caractéristiques de performances commut.

ATyS s alim 1 source 230Vac ATyS s alim 2 sources 230Vac
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Motorised Changeover Switch 

ATyS  Sd

125A   Ref : 95054012
Motorised Changeover Switch 
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Installation

Power Terminal Connections

STEP 3

STEP 4

Ensure that the product is in manual mode and connect the 
product controls using the supplied connectors and suitable 
cable of section 1.5 - 2.5 mm² .

ATyS Sd: 2 x 230 VAC

CTRL AUX. CONTACTS

1 2

317 316 315 314

20
12
02

10
11
02

O I II

04 03 24 23 14 13

Screw M3 
*Tightening torque: 

min.: 0.5 Nm
max.: 0.6 Nm

*Torque

*Torque

Fus. 4 A
gG type

Fus. 4 A
gG type

ATyS S: 230 VAC

CTRL AUX. CONTACTS

1 2

317 316 315 314

30
13
02

O I II

04 03 24 23 14 13

Fus. 4 A
gG type

ATyS S DC version: 12 VDC / 24-48 VDC

CTRL AUX. CONTACTS

1 2

317 316 315 314 04 03 24 23 14 13

40
14
02

O I II

DC

Fus. 4 A
gG type

Door cut-out for front panel mounting 
(7 modules):

STEP 7B Manual Operation 

AUT

NOK OK NOK

I I I

Printing informations: 1 color Black. White paper 90g/m2. 
Printing size: 420x297. Final size 210x148. This page visible first.

 Imp. ≥60ms         maintened

order I

position I

order 0

position 0

order II

position II

Contactor logicImpulse logic


